General moped information

‘Model:

|Gi|era Runner SP 50

‘ Category:

| Scooter

Engine and transmission

‘Displacement:

|49.3O ccm (3.01 cubic inches)

’Engine type: |Single cylinder
’Stroke: |2
’Compression: |10.5:l

’Bore X stroke:

40.0 x 39.3 mm (1.6 x 1.5 inches)

’ Starter:

| Electric & kick

’Lubrication system:

|Separate with automatic mixer

’Cooling system:

| Liquid

‘Gearbox:

| Automatic

Transmission type

‘ Shaft drive (cardan)

final drive:

‘ Clutch: |Automatic centrifuge type

| Physical measures

‘ Dry weight: |89.0 kg (196.2 pounds)

‘Seat height: |780 mm (30.7 inches) If adjustable, lowest setting.

‘Overall length:

| 1,830 mm (72.0 inches)

\ Overall width:

|715 mm (28.1 inches)

‘Wheelbase:

| 1,290 mm (50.8 inches)

Chassis and dimensions

‘ Front suspension:

| Fork with upside down shafts with double effect hydraulic damper

‘ Rear suspension:

| Hydraulic single damper, co-axial helicoidal spring

‘Front tyre dimensions:

120/70-12

‘Rear tyre dimensions:

120/70-12

‘ Front brakes:

|single disc

‘Front brakes diameter:

|220 mm (8.7 inches)

‘ Rear brakes:

|single disc

‘ Rear brakes diameter:

175 mm (6.9 inches)

Speed and acceleration

Other specifications

‘Fuel capacity:

| 12.00 litres (3.17 gallons)



http://www.bikez.com/jargon/index.php#Displacement
http://www.bikez.com/jargon/index.php#Compression
http://www.bikez.com/jargon/index.php#StrokeBore
http://www.bikez.com/jargon/index.php#StrokeBore
http://www.bikez.com/jargon/index.php#Wheelbase
http://www.bikez.com/jargon/index.php#Suspension
http://www.bikez.com/jargon/index.php#Suspension

